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ASSEMBLY
MODEL DMP4

FEATURES

SPECIFICATIONS

e Combines both 2” ports to a 4" port for quicker evacuation
e | ightweight....4.7 |bs

e Compact in Size 4 5/8" wide,10 3/4" height, 14 1/2” length
e Pelican case for storage and transport

e \Watertight, crushproof, and dust proof

e Easy open Double Throw latches

e Open cell core with solid wall design - strong, light weight
e O-ring seal

e Automatic Pressure Equalization Valve

e Comfortable rubber over-molded handle

e Stainless steel hardware and padlock protectors

Model DPM4 Case Specifications
Exterior Dimensions

(LxWxD)

19.78" x 15.77" x 7.41"
(50.2x40x18.8cm)

Interior Dimensions
(LxWxD)

18.06" x 12.89" x 6.72"
(45.9x32.7x17.1 cm)

Lid Depth  Bottom Depth ~ Total Depth
1.79 493 6.72
(19.2cm) (18.5cm) (37.8 cm)

Weight with foam  Weight without foam  Buoyancy Max.

9.35 Ibs. 8.29 Ibs. 63 Ibs.
(4.24 kg) (3.76 kg) (28.58 kg)
Range Temperature

-40/210° F

(-40/99° C)
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